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Protein Calibration Curves for BioSuite™ Ultra High Resolution (UHR) SEC Columns
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BioSuite™ 250,
4 µm UHR SEC

Sample: Thyroglobulin (MW 670,000 Da), Gamma globulin (MW 155,000 Da),
Boviine Serum Albumin (66,330Da), Beta Lactoglobulin (MW18,400 Da),
Lysozyme (14,300 Da), Cytochrome C (12,400 Da),Triglycine (189 Da)

Columns: BioSuite™ 250, 4 µm UHR SEC (4.6 mm x 300 mm)
BioSuite™ 125, 4 µm UHR SEC (4.6 mm x 300 mm)

Eluent: 0.15M Sodium Phosphate, pH 6.8
Flow rate: 0.35 mL/min
Temperature: 25°C
Detection: 280 nm (220 nm for triglycine)

Note: Operating flow rates for BioSuite™ Ultra High Resolution (UHR) SEC columns
(4.6 mm I.D.) are from 0.1 - 0.4 mL/min. Use of an HPLC system (e.g. Waters
Alliance® HPLC System) capable of operating at these flows is issential for optimal
UHR SEC column performance.

Globular Protein Branched Linear
Column Mol Wt. Range   Dextrans PEG/PEO

BioSuite™ 125 5,000-150,000 1,000-30,000 500-15,000

BioSuite™ 250 10,000-500,000 2,000-70,000 1,000-35,000

Globular Protein Branched Linear
Column Mol Wt. Range   Dextrans PEG/PEO

BioSuite™ 125 5,000-150,000 1,000-30,000 500-15,000

BioSuite™ 250 10,000-500,000 2,000-70,000 1,000-35,000

BioSuite™ 450 20,000-7,000,000 4,000-500,000 2,000-250,000

BioSuite™ 125,
4 µm UHR SEC

Protein Calibration Curves for BioSuite™ High Resolution (HR) SEC Columns
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BioSuite™ 250,
5 µm HR SEC Sample: Thyroglobulin (MW 670,000 Da), IgG (MW 156,000 Da),

BSA (66,330Da), Ovalbumin (MW 43,000 Da), Peroxidase
(40,200 Da),Beta Lactoglobulin (MW18,400 Da), Myoglobin
(MW 16,900 Da), Ribonuclease A (MW 13,700 Da),
Cytochrome c (12,400 Da), Glycine tetramer (246 Da)

Columns: BioSuite™ 450, 8 µm HR SEC (7.8 mm x 300 mm)
BioSuite™ 250, 5 µm HR SEC (7.8 mm x 300 mm)
BioSuite™ 125, 5 µm HR SEC (7.8 mm x 300 mm)

Eluent: 0.1M Sodium Phosphate, pH 7.0 containing 0.3M Sodium Chloride
Flow rate: 1.0 mL/min
Temperature: 25°C
Detection: 220 nm

BioSuite™ 125,
5 µm HR SEC

BioSuite™ 450,
8 µm HR SEC
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