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1.  1.5  g  30 mL 99:1

2.  4000 rpm 5 min 10 mL  SPE 

3.  5 mL 

Waters Application Note 

ACQUITY UPLC® 

ACQUITY UPLC BEH C
18

, 1.7 µm, 

 1.0 x 50 mm

30 ˚C

A. 1%  B. 

0.12 mL/min

10 µL

A: 85 % B: 15 %

Quattro micro™ API

 2 µg/kg  UPLC-MS-MS 

UPLC®-MS-MS 

75% 2 µg/kg  6 

RSD 12%

(min) A% B% 

  0.00 95 5

  3.00 50 50

  6.50 50 50

 10.50 95 5

 15.50 95 5

MRM
(V) (eV)

360    342 25 25

  360    316 25 20

                            332   314 25 23

    332    288 25 20

Oasis® MCX, 6 cc/150 mg

A.3 mL B.3 mL C.3 mL 

10 mL 

A.3 mL B.3 mL C.3 mL 

Sep-Pak® Accell™ QMA, 3 cc/500 mg

A.3 mL 5% B.3 mL 

6 cc 

3 mL 5% 

3 mL 

3 mL 98:2

 150 µL 15:85

MCX, 6 cc/150 mg 186000255

Sep-Pak Accell™ Plus QMA, 3 cc/ 500 mg, 50/box WAT020850

ACQUITY UPLC BEH C
18

, 1.0 x 50 mm, 1.7 µm 186002344

ACQUITY UPLC BEH C
18

, 1.0 x 50 mm, 1.7 µm, 3/pk                176000861

LC/MS 600000751CV


